
TECHNICAL DATAPURI 2.0 Cone
1~ spot, GU10, 1x max. 6W, grey

The new and completely modernised PURI 2.0 product fa-
mily includes spotlights and pendant lights for the 1 and
3-circuit system as well as wall and surface-mounted cei-
ling luminaires in a wide range of designs and colours.
Thanks to the combination of lampshades in three modern
shapes and six trendy colours, there is a suitable PURI 2.0
for every interior. And if you want to put together a very
special luminaire, the PURI 2.0 is also available as a Mix &
Match system. All lights are operated with GU10 light
sources.

Item no. 1008249

Socket GU10

Number of sockets 1

Tilt range 90 °

Horizontal rotation range 350 °

IP Code IP20

Impact resistance class IK 02

Assembly Surface

Primary nominal voltage 220-240V ~50/60 Hz

Safety class I

Wattage 6 W

Minimum ambient temperature -20 °C

Maximum ambient temperature 45 °C

Color gray/gray

Length 9.6 cm

Width 5.5 cm

Height 7.9 cm

Net weight 0.2 kg

Gross weight 0.4 kg

Ø 5,5

9,6

7,9
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Recommended lamp

1005078 LED lightbulb QPAR51 ,
GU10, 3000K, grey
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